
Product name PS PCR

Description Vacuum formable

Product application Transportation industry, Trays, Packaging

Quality segment: 

Type: PS PCR - post consumer recycled

Color: black, white

Surface: glossy / machine matt

Additional treatment: No additional treatment
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Regulatory The product corresponds to:

Packaging requirements for heavy metals

Supplementary confirmations to the above-named points can be issued on request.

Storage conditions Ideal storage conditions between 10 - 30°C (50 - 86°F)

Ideal RH 40 - 70%

Should not be stored in direct sunlight and avoid major thermal fluctuation

Store in original packaging

Before working up the films should be conditioned a minimum of 24 hours room 

temperature (15 - 30°C)

recommended use of the material within one year of production date

Technical Data Sheet

thermoforming

Properties Standard Unit

Density DIN EN ISO 1183-1 g/cm³

Flammability (Thickness 1,5mm) UL 94

Yield stress DIN EN ISO 527 Mpa

Elongation at break DIN EN ISO 527 %

Melting temperature °CISO 11357-3

DIN EN ISO 179 kJ / m2Notched impact strenght

The statements contained herein are for informational purposes only and are true and accurate to the best of our scientific and technical knowledge. This information does not constitute a 

guarantee or warranty, express or implied, nor does it establish a legally valid contractual relationship. This information does not release the buyer from the obligation to examine the respective 

products by himself in respect of their suitability, including the suitability for the intended further processing.
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Volume resistivity ΩDIN EN 61340

Vicat softening temperature DIN EN ISA 306, Vicat B °C

Surface resistivity DIN EN 61340 Ω


